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 CROSS SECTION CONCRETE BLOCK FOOTING
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 SAMPLE OF ELEVATIONS
 1/4”= 1’-0”
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Minimum Size for Rescue Escape
Windows from Sleeping Rooms

The Minnesota State Building Code and Richfield City Code provide minimum standards for creating an
environment of health and safety for all Richfield residents.

Permits required
A building permit is required for replacing or installing new windows.

Escape windows must meet all three of the following minimum sizes for clear openable area:
20 inches wide, 24 inches high, 5.7 square feet.  (Exception) 5.0 sq/ft for grade floor openings with sill height
not more than 44” above or below grade.

Basement window well for escape/rescue windows
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Nailing Schedule

The Minnesota State Building Code and Richfield City Code provide minimum standards for creating an
environment of health and safety for all Richfield residents.

The building code provides nailing requirements for construction:

CONNECTION - NAILING 1
 1. Joist to sill or girder, toenail 3-8d
 2. Bridging to joist, toenail each end 2-8d
 3. 1"  6" (25 mm  152 mm) subfloor or less to each joist, face nail 2-8d
 4. Wider than 1"  6" (25 mm  152 mm) subfloor to each joist, face nail 3-8d
 5. 2" (51 mm) subfloor to joist or girder, blind and face nail 2-16d
 6. Sole plate to joist or blocking, typical face nail  16d at 16" (406 mm) o.c.  Sole plate to joist or blocking,

at braced wall panels 3-16d per 16" (406 mm)
 7. Top plate to stud, end nail 2-16d
 8. Stud to sole plate 4-8d, toenail or 2-16d, end nail
 9. Double studs, face nail 16d at 24" (610 mm) o.c.
10. Doubled top plates, typical face nail 16d at 16" (406 mm) o.c.

Double top plates, lap splice 8-16d
11. Blocking between joists or rafters to top plate, toenail 3-8d
12. Rim joist to top plate, toenail 8d at 6" (152 mm) o.c.
13. Top plates, laps and intersections, face nail 2-16d
14. Continuous header, two pieces 16d at 16" (406 mm) o.c. along each edge
15. Ceiling joists to plate, toenail 3-8d
16. Continuous header to stud, toenail 4-8d
17. Ceiling joists, laps over partitions, face nail 3-16d
18. Ceiling joists to parallel rafters, face nail 3-16d
19. Rafter to plate, toenail 3-8d
20. 1" (25 mm) brace to each stud and plate, face nail 2-8d
21. 1"  8" (25 mm  203 mm) sheathing or less to each bearing, face nail 2-8d
22. Wider than 1"  8" (25 mm  203 mm) sheathing to each bearing, face nail 3-8d
23. Built-up corner studs 16d at 24" (610 mm) o.c.
24. Built-up girder and beams 20d at 32" (813 mm) o.c. at top and bottom and staggered 2-20d at ends and

at each splice
25. 2" (51 mm) planks 2-16d at each bearing
26. Wood structural panels and particleboard:2  Subfloor and wall sheathing (to framing):  1/2" (12.7 mm)

and less 6d 3
19/32"-3/4" (15 mm-19 mm) 8d4 or 6d5
7/8"-1" (22 mm-25 mm) 8d3
11/8"-11/4" (29 mm-32 mm) 10d4 or 8d5
Combination subfloor-underlayment (to framing):  3/4" (19 mm) and less 6d5
7/8"-1" (22 mm-25 mm) 8d5
11/8"-11/4" (29 mm-32 mm) 10d4 or 8d5
Combination subfloor-underlayment (to framing):  3/4" (19 mm) and less 6d5
7/8"-1" (22 mm-25 mm) 8d5
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11/8"-11/4" (29 mm-32 mm) 10d4 or 8d5
Combination subfloor-underlayment (to framing):  3/4" (19 mm) and less 6d5
7/8"-1" (22 mm-25 mm) 8d5
11/8"-11/4" (29 mm-32 mm) 10d4 or 8d5

27. Panel siding (to framing)2:  1/2" (12.7 mm) or less 6d6
5/8" (16 mm) 8d6

28. Fiberboard sheathing:7  1/2" (12.7 mm) No. 11 ga.8 6d4 No. 16 ga.9
25/32" (20 mm) No. 11 ga.8 8d4 No. 16 ga.9

29. Interior paneling  1/4" (6.4 mm) 4d10
3/8" (9.5 mm) 6d11

30. Wood structural panel roof sheathing, 8d common 6 inches on center at edges, 8d common 12 inches
on center in field

NOTES
1 Common or box nails may be used except where otherwise stated.
2 Nails spaced at 6 inches (152 mm) on center at edges, 12 inches (305 mm) at intermediate supports

except 6 inches (152 mm) at all supports where spans are 48 inches (1219 mm) or more. For nailing of
wood structural panel and particleboard diaphragms and shear walls, refer to Sections 2315.3.3 and
2315.4. Nails for wall sheathing may be common, box or casing.

3 Common or deformed shank.
4 Common.
5 Deformed shank.
6 Corrosion-resistant siding or casing nails conforming to the requirements of Section 2304.3.
7 Fasteners spaced 3 inches (76 mm) on center at exterior edges and 6 inches (152 mm) on center at

intermediate supports.
8 Corrosion-resistant roofing nails with 7/16-inch-diameter (11 mm) head and 11/2-inch (38 mm) length

for 1/2-inch (12.7 mm) sheathing and 13/4-inch (44 mm ) length for 25/32-inch (20 mm) sheathing
conforming to the requirements of Section 2304.3.

9 Corrosion-resistant staples with nominal 7/16-inch (11 mm) crown and 11/8-inch (29 mm) length for
1/2-inch (12.7 mm) sheathing and 11/2-inch (38 mm) length for 25/32-inch (20 mm) sheathing
conforming to the requirements of Section 2304.3.

10 Panel supports at 16 inches (406 mm) [20 inches (508 mm) if strength axis in the long direction of the
panel, unless otherwise marked]. Casing or finish nails spaced 6 inches (152 mm) on panel edges, 12
inches (305 mm) at intermediate supports.

11 Panel supports at 24 inches (610 mm). Casing or finish nails spaced 6 inches (152 mm) on panel
edges, 12 inches (305 mm) at intermediate supports.

 



Stairways, handrails, 
and Guardrails  
 
 
The Minnesota State Building Code and Richfield City 
Code provide minimum standards for creating an envi-
ronment of health and safety for all Richfield residents. 
 
Detached one and two-family dwellings and town-
houses not more than three stories above grade in 
height. 
 
Steps 
The largest tread width or riser height within any stair-
way shall not exceed the smallest by more than 3/8 
inch.  Stairs must be at least 36" wide. 
 
Headroom 
Every stairway must have headroom clearance of not 
less than 6 feet 8 inches measured vertically from the 
nose of the tread. 
 
Handrails 
Handrails having not less than 34 inches nor more than 
38 inches above the nosing of the treads shall be pro-
vided on at least one side of stairways with four or 
more risers.  Ends shall be returned or terminated in 
newel posts or safety terminals.  The diameter of hand-
grips shall be between 1-1/4 to 2-5/8 inches, or the 
shape shall provide an equivalent gripping surface.  
The handgrip shall have a smooth surface with no 
sharp corners.  Handrails are not required on stairways 
having less than four risers. 
 
Guardrails 
Guardrails are required when the walk-
ing surface is more than 30inches 
above grade or the floor below.  The top 
guardrail must beat least 36 inches 
high.  The guardrail spacing or pattern 
must be designed so that a 4 inch 
sphere cannot pass through the open-
ing. 

This handout is written as a guide to common questions and problems. 
It is not intended nor shall it be considered a complete set of requirements. 
City of Richfield  6700 Portland Avenue; Inspections Division (612) 861-9860;   
Zoning Administrator; (612) 861-9760  handout 7 



Landings  
 
 
The Richfield building code and city code provide mini-
mum standards for creating an environment of health 
and safety for all Richfield residents. 
 
Landings and Floor Level at Doors in Homes and 
Garages 

This handout is written as a guide to common questions and problems. 
It is not intended nor shall it be considered a complete set of requirements. 
City of Richfield  6700 Portland Avenue; Inspections Division (612) 861-9860;   
Zoning Administrator; (612) 861-9760  handout 7 

R311.4.3 Landings at doors. 
Except as provided in this section, there shall be a floor or landing on each side of 
each exterior door.  The width of the landing shall not be less than the door served. 
The landing shall have a minimum dimension of 36 inches (9114 mm) measured in 
the direction of travel. 
 

R311.4.3.1 Landings at the exterior exit door required by Section R311.4.1. 
1. The floor or landing at the exit door required by Section R311.4.1 shall 

not be more than 1.5 inches (38 mm) below the top of the threshold, 
regardless of door swing. 

2. 2. The exterior landing shall be up to 7 3/4 inches (196 mm) below the top 
of the threshold, provided the door, other than an exterior storm or screen 
door, does not swing over the exterior landing. 

 
R311.4.3.2 Landings or floors at exterior doors other than those required by 
Section R311.4.1. 
1. The exterior landing shall be permitted to be no greater than 7 3/4 inches 

(196 mm) below the top of the threshold, provided the door, other than an 
exterior storm or screen door, does not swing over the exterior landing. 
 

2.  Landings in this subsection are not required for the exterior side of a door 
when a stairway that is less than 30 inches (762 mm) in height is located 
on the exterior side of the door. The stairway height shall be measured 
vertically from the interior floor surface to the finished grade. 
 

3.  An exterior landing is not required at a doorway when only a storm or 
screen door is installed which does not swing over the exterior landing. 




